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Snow  
sensors

8 in Tuolumne,
5 in Merced,
9 of 13 located 
in  designated
wilderness

Gaylor  
Pit



“standard installation”  
minimize visual impact,  
maximize durability and  

functionality

• CRI000 data logger
• TX312/20 GOES transmitter
• 4, 4’x5’ stainless pillows
• CSI 456 pressure transducer
• Judd sonic snow depth
• CSI 215 air temp/RH
• Vaisala 2-D sonic wind
• Li-Cor LI200 pyranometer
• Kipp&Zonnen NR Lite2  

net radiometer
• CSI 650 soil moisture

• 5 cm
• 10 cm
• 25 cm

Slide  
Canyon  
(9200 ft)



SWE



Precipitation 
(Rain + Snow)

Gin Flat

Tuolumne
Meadows



12 inch precip gage with 4 inch  standpipe, 
measured by shaft encoder, -11% error

12 inch precip gage, measured directly
by pressure transducer (installed 2018)

Tuolumne Meadows, Gin Flat precipitation gages

12 inch

4 inch



Tenaya Lake White Wolf

Accumulation precipitation gages



Paradise Meadow  
(7650 ft)

Relocation alternatives:



Kibbie Ridge Paradise Mdw

Vogelsang

2019-2020 work plan:

• Comprehensive MRA
• Need for precip data
• Need for accum gage

• Relocate, modernize, 
precip at Paradise

• Modernize Kibbie Ridge

• Install Vogelsang at High
Sierra Camp

Gin Flat

Tuolumne

Tenaya

White Wolf
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